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120AMP. POWER RELAY (12VDC)

STANDARD SIDE MOUNTING

ENVIRONMENTALLY SEALED

series 29
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TECHNICAL DATA
ENVIRONMENTAIL CHARACTERISTICS
TEMPERATUR RANGE .... -40° C TO +85° C (-40° F TO +185°F)
IMAX. ALTITUDE RATING ..o e ettt e e e e e e 50000 FT
S A L e s IP67 (6 FEET /0,2 BAR - 1 MIN.) LA.W. IEC 529
IP6K9K (STEAM PRESSURE) DIN 40050 PART 9 AND I.A.W. IEC 529

SHOGCK GLEVEL ..o ettt et eaea ] 6 G/ 11 MSEC
NV IBRATION .o e e e e ettt et e e et 4 G/50-2000HZ
ELECTRICAIL CHARACTERISTICS
MIN. INSULATION RESISTANCE; INITIAL ...ooiiiiiiieie ettt e et e e e e e e e e e e eme e e e e e e e e e e e e e e e ansseneseeemanneees 100 MEGOHMS
AFTER LIFE OR ENVIRONMEN T AL ..ottt e ettt e 50 MEGOHMS

SEA-LEVEL 1 MINUTE ..o 1 050 VOLTS
DIELECTRIC WITHSTANDING VOLTAGE

ALTITUDE 1 MINUTE ..o 500 VOLTS
IMAX. CONTACT DROP INIT LA oo et e et e e e e e e et e ettt e e e e e e e e e e eeeeeeeennnenn 0.15 VOLTS
A T E R LIFE T E ST ittt e et e et e e e e e e e e 0.175 VOLTS
OVERLOAD ...ttt e s 1000 AMP FOR 1 SEC., 250 AMP FOR 20 SEC.
DUTY RATING 120 AMP CONTINUOUS
RATED CONTACT LOAD (12 VDC)
RESISTIVE LOAD ...ttt et ettt e e 200 000 CYCLES WITH 120 AMP
INDUCGCTIVE LOAD ..o ettt ettt 40 000 CYCLES WITH 30 AMP
IMIOTOR LOAD .ottt et e et e e 200 000 CYCLES WITH 120 AMP
ENDURANGCE ... ettt ettt e e 2 000 000 CYCLES
OPERATING CHARACTERISTICS
COIL DATA
VO LT AGE RANGE ... oo e ettt e 9-16 VDC
INOMINAL VO LT AGE ..ot ettt ettt e e e oot et ettt e et e e e e e e e et e e et e e e e e e e e eeaeenenns 12 VDC
PICK UP VOLT AGE M A X . oo ettt e e e e 9 VDC FULL TEMP. RANGE
DROP OUT VOLTAGE MAX. .. ...<£2VDC FULL TEMP. RANGE
GO L RESI ST AN CE ... e e ettt e e e ettt e et et e ettt e e e e e e e aees 20 OHMS * 10%
COIL CURRENT AP P RO XK. ettt ettt 0.6 AMP
COIL POWER AP P RO XK. ettt ettt ettt et e e e e e e e e e ettt e e e e e et e e e e e e e e e e e e e e e e e ne e e aeeees 8 WATT

TIME-MILLISECONDS-MAX.

OPERATE ..

(21010 | O T OSSO PP UTPPPRPP
RELEASE ...ttt et e ettt e e e e e ettt e e e e e aaee e e e e e at et e e e e aaneeeeeatteteeaamatteeeeeaaaetaeaaantaeeeeaastmtaneaeeenraeeean
LAY 1 = USRS 0.48 kg = 1.06 POUND MAX.
WIRE SECTION (AT NOMINAL LOAD) ..iiieeeee et eeeeee e et eee e e ennee e seemaeaeneeens MIN. 25 mm?/0.039 sq. in. / AWG 3
MOUNTING POSITION .....ouitiiieeietie e e ettt e ettt e e e et e e e e eatae e e see e e e easeeeeeeasaeeeeaessaeeemeeeesessseeesennsseeeeaassnesemesenseseeeannss OPTIONAL
SUBJECT TO CHANGE
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