UNIT @ mm

1.3 . MTG. SURFACE

27.420.8
; 5.910.4

®23.8

6.00

"Cl’

24 TEETH
WASHER

SLOT LOCATION RANDOM

100N-63

3/8-32NEF

STAMPING

NOTES:

. RESISTANCE :
. RESIDUAL RESISTANCE :

S500K+20%

HEHO : 250 ohms max.
4 LEHO : 50 ohms max.
W (D—ANNV—B) cw 3. CURVE TYPE : NON-LINEAR, CTS TYPE B
4, BUSHING & SHAFT WITH BRASS.
CLOCKWISE 5. TIN PLATED FLAT COVER AND ANTI-STATIC LUBE
CIRCUIT ARE REQUIRED.
6. TURNING TORQUE : 0.1~2.0 in.oz
7. STAMPING : 440—71079B DATE CTS
8. HARDWARE : N/A
9. FOR ADDITIONAL REQUIREMENTS SEE CTS
ENG. SPEC. # EN—SPE-450001N
RADHSIUNG, © TAMAN, ~ ROC cusToMeR : Gibson
CIS. PART NO. RV CUSTOMER APPROVAL;
CUSTOMER PART NO. 440710798 i i sl { SIGNATURE & DATE )
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